
FloodGate-1

ACCELERATE

PRODUCT FEATURES:

• Flexible QoS policies 
with weights, limits and
guarantees 

• Integrated with VPN-1 Pro
or FireWall-1

• Performance analysis
through SmartView Monitor
(included)

• Integrated DiffServ support

PRODUCT BENEFITS:

• Optimizes network 
performance for VPN 
and unencrypted traffic

• Eliminates need to deploy
separate VPN, firewall and
QoS devices

• Enables proactive manage-
ment of network costs

• Supports end-to-end QoS
for IP networks

Internet

QoS Policy

QoS Policy

FloodGate-1

FloodGate-1
VPN-1 Pro
FireWall-1

SmartCenter

FloodGate-1 is a policy-based QoS solution that can be deployed with VPN-1 Pro/FireWall-1 or standalone.

FLEXIBLE QOS POLICIES
FloodGate-1 precisely controls the flow of
inbound and outbound traffic at WAN and
Internet access points, based on a QoS policy.

The policy is comprised of rules that assign
bandwidth privileges to specific traffic classes.
Each rule within a policy defines traffic classifi-
cation criteria and corresponding QoS controls.
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YOUR CHALLENGE
Organizations around the world, including
yours, are increasingly using IP-based 
technologies to support critical applications 
on VPN, Internet and private WAN links. Yet
increased traffic on access links can lead 
to congestion, with discretionary traffic over-
whelming business-critical traffic. The impact
to your business can be severe—slow
response times can reduce employee produc-
tivity, and customers can have negative 
online experiences.

OUR SOLUTION
Check Point Software Technologies Ltd. 
solves the network congestion problem with
FloodGate-1®, a policy-based QoS manage-
ment solution. FloodGate-1 enables you to 
prioritize business-critical traffic such as ERP,
database and Web services traffic over less
time-critical traffic. FloodGate-1 allows you to
guarantee bandwidth and control latency for
streaming applications such as Voice over IP
(VoIP) and video conferencing. With highly
granular controls, FloodGate-1 also enables
guaranteed or priority access to specific
employees, even if they are remotely access-
ing network resources through a VPN tunnel. 

FloodGate-1 can be implemented standalone,
but is typically deployed with Check Point
VPN-1® Pro™. This integrated solution provides
QoS for both VPN and unencrypted traffic to
maximize the benefit of a secure, reliable, low-
cost VPN network.



Traffic Classification
FloodGate-1 enables you to classify traffic using a
broad set of criteria by leveraging Check Point-patented
Stateful Inspection technology. FloodGate-1 classifies
traffic using the following criteria:   

• Source, destination

• Traffic direction

• Time of day

• Internet service and application

• URL designator

• User groups with static or dynamic IP addresses

FloodGate-1’s innovative Authenticated QoS provides
performance guarantees for users in dynamic IP 
environments. This enables priority users to receive 
priority service even when remotely connecting to 
corporate resources.

Local Access Link Controls
Once a packet has been classified, QoS control criteria
are used to assign privileges to critical traffic and to
limit less important traffic. Primary QoS control criteria
include weighted priorities, guarantees and limits.
FloodGate-1 also provides low latency queuing (LLQ)
controls for latency-sensitive traffic. 

Weighted priorities allocate bandwidth according to 
relative merit as defined by business goals. For example,
you may deem secure electronic commerce transactions
(HTTPS) to be twice as important as catalog browsing
(HTTP). When congestion occurs, FloodGate-1 ensures
the data ratio is maintained at 2:1. 

An unlimited number of priorities can be defined. By
allocating bandwidth according to weights, FloodGate-1
ensures that no class of traffic is completely starved.

Guarantees allocate minimum bandwidth levels to 
traffic that require certain service levels at all times. For
example, streaming applications such as video confer-
encing, require a minimum amount of bandwidth in
order to function properly. Guarantees can be set for a
group of connections in aggregate, or on a per connec-
tion basis. FloodGate-1 guarantees permit unused
bandwidth to be loaned to other traffic classes.

Limits set bandwidth restrictions for non-critical net-
work applications. For example, a typical implementa-
tion might limit MP3 downloads, instant messaging and
non-business-critical peer-to-peer traffic. 

Low Latency Queuing (LLQ) controls, comprised of
maximum delay and constant bit rate (CBR) settings,
reduce delay for latency-sensitive traffic. LLQ controls
are typically implemented to help ensure high quality
Voice over IP (VoIP) and videoconferencing traffic.

End-to-End Controls
Integrated Differentiated Services (DiffServ) support
enables service providers to offer end-to-end QoS for
VPN and unencrypted traffic on IP WANs. By prioritizing
traffic according to the DiffServ standard, FloodGate-1
enables corporate QoS requirements to be extended to
the WAN.
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The QoS policy (shown) as well as firewall, VPN and NAT policies are defined throu
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SMART MANAGEMENT
Check Point Security Management Architecture
(SMART) solutions enable you to centrally manage and
deploy a single QoS policy to an unlimited number of
FloodGate-1 gateways. Once a policy is created or
modified, it is automatically distributed to all locations. 

VPN-1 Pro and FireWall-1® customers benefit from an
integrated VPN, firewall and QoS management console
that leverages shared network objects and user groups.
Administrative rights can be flexibly defined to allow dif-
ferent people to manage QoS and VPN/firewall policies. 

SMART Performance Analysis
SmartView Monitor™, included with FloodGate-1,
enables you to control application performance to 
maximize return on investment for WAN bandwidth.
SmartView Monitor collects performance data at the
gateway and continuously streams it to a central 
Check Point SmartCenter™ server. This enables you 
to centrally monitor traffic through a specific gateway 
by QoS rule, service or network object, and to easily 
create bandwidth utilization reports. Customers also
implementing VPN-1 Pro can monitor end-to-end 
performance of site-to-site VPN tunnels

SMART Status Monitoring & Auditing
SmartView Status™ and SmartView Tracker™, included
with centralized management solutions, simplify track-
ing and responding to network events. 

SmartView Status provides real-time data on the health
of FloodGate-1, FireWall-1 and VPN-1 gateways.
FloodGate-1 data includes status, pending packets and
pending bytes. 

SmartView Tracker integrates FloodGate-1, VPN-1 and
FireWall-1 log files and provides real-time graphical
tracking, monitoring and accounting information for all
logged connections.
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ugh SmartDashboard.

nt policy

Web authorization policy

DiffServ service levels extend corporate
policy to IP WANs

Weighted priorities, guarantees 
and limits shape traffic

DiffServ with Low Latency service levels
expedite latency-sensitive traffic

SmartView Monitor can be used to view the impact of a FloodGate-1 QoS policy.

Unmanaged traffic

FloodGate-1 managed traffic
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SYSTEM REQUIREMENTS

OPERATING SYSTEMS Windows 2000 
Server (SP1, SP2 & SP3)

Windows 2000 
Advanced Server (SP1 & SP2)

Windows NT 4.0 SP6a

Sun Solaris 8 
(32-bit and 64-bit mode)

Sun Solaris 9 
(64-bit mode only)

Red Hat Linux 7.0, 7.2, 7.3

Nokia IPSO 3.5, 3.5.1, 3.6

Check Point SecurePlatform

DISK SPACE 20 MB

MEMORY 256 MB 
(Assumes FloodGate-1 
is running on the same machine
as VPN-1 Pro/FireWall-1)

Celestix One FV930

HP/Compaq security appliances

Nokia security appliances

For more appliance information visit 
www.checkpoint.com/products/protect/platforms.html 
and select View by Software.  
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INNOVATIVE TECHNOLOGY
FloodGate-1 leverages the industryÕs most advanced
traffic inspection and bandwidth control technologies.
Check Point-patented Stateful Inspection technology
captures and dynamically updates detailed state infor-
mation on all network traffic. This state information is
used to classify traffic by service or application. After a
packet has been classified, FloodGate-1 applies QoS
controls and then employs an innovative, hierarchical,
Weighted Fair Queuing (WFQ) algorithm to precisely
control bandwidth allocation.

SECURECHOICE
FloodGate-1 is supported on a broad range of deploy-
ment platformsÑmeeting the price/performance
requirements of any size organization.

ADDITIONAL CAPABILITIES
FloodGate-1 supports a number of other 
Check Point modules, including the following:

SmartCenter/SmartCenter Pro ª delivers central-
ized management for all Check Point security,
VPN and QoS offerings.

Provider-1 ¨ /SiteManager-1 ª delivers centralized
management for all Check Point security, VPN
and QoS offerings, as well as consolidates 
multiple security policies in an architecture that
scales to support thousands of policies.

SmartUpdate ª delivers centralized software and
license management for Check Point products
to ensure that a consistent security policy is
enforced throughout the enterprise network.  

SmartView Reporter ª is a complete reporting
system that delivers in-depth network security
activity and event information from Check Point
log data.

ClusterXL ª delivers software-based load sharing
and high availability for Check Point gateways.

ÒSECURED BY 
CHECK POINTÓ
APPLIANCE SOLUTIONS


